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Installed Feb. May Fall April-May Installed Pipe
Pipe ID Length 2001 2002 2004 2005 2006 2007(1) 2007(3) 2007*(3) 2008(3) Length Pipe ID Material

1A 578 530 530 460 460 450 557 530 571 578 1A SCH80 PVC
1B 619 630 630 600 600 600 856 998 613 619 1B SCH80 PVC
1C 635 630 630 480 480 450 556 609 618 635 1C SCH80 PVC
1D 660 660 660 300 400 450 465 618 633 660 1D SCH80 PVC
1E 382 400 400 350 400 400 398 390 403 382 1E SCH80 PVC
2A 713 720 720 400 600 600 559 641 673 713 2A SCH80 PVC
2B 747 750 750 650 700 700 757 732 728 747 2B SCH80 PVC
2C 759 750 750 625 700 700 750 Note 5 797 723 759 2C SCH80 PVC
2D 724 630 630 620 650 650 682 685 687 724 2D SCH80 PVC
2E 512 510 510 510 500 500 532 521 509 512 2E SCH80 PVC
3A 846 850 850 650 650 30(4) Note 4 Note 4 Note 4 Note 4 846 3A SDR17 PVC
3B 589 610 610 610 550 550 560 576 583 603 589 3B SDR17 PVC
3C 859 800 800 560 800 800 800 840 856 851 859 3C SDR17 PVC
3D 705 750 750 700 700 720 720 719 732 726 705 3D SDR17 PVC
4A 842 850 850 850 850 900 815 811 837 842 4A SDR11 HDPE
4B 822 900 900 900 900 900 868 854 811 822 4B SDR11 HDPE
4C 987 1000 1000 1000 1000 1000 825(2) 865 861 951 987 4C SDR11 HDPE
4D 1171 1175 1175 1100 1100 1100 1185 1182 1175 1171 4D SDR11 HDPE
4E 1000 970 970 800 800 850 850(2) 975 908 983 1000 4E SDR11 HDPE

5A/B 1217 1100 1100 1100 1200 1200 1170 1194 1189 1201 1217 5A/B SCH80 PVC
5C/D 1143 1100 1100 1100 1200 1200 1125 1180 1194 1173 1143 5C/D SCH80 PVC
6A 801 400 400 400 400 400 790 799 783 801 6A SDR11 HDPE
6B 878 600 600 600 700 700 825(2) 810 896 859 878 6B SDR11 HDPE

*  Due to obstructions (thermocouples) and equipment limitations, the Fall 2007 cleaning was performed in 
    three dates,  Sept. 11-13, Oct. 2, and Nov. 28, 2007

Notes:
   1) This was a limited cleanout event, targeting areas where reaction was believed to be occurring.
   2) Equipment used for these cleanout events was limited by 850 feet of hose.
        When truck was parked 25 feet from pipe entrance, the maximum reach was 825 feet.
   3) This event monitored  by Earth Tech technician.
   4) This cleanout damaged during capping of South Slope temporary cap in May 2006.
   5) Leachate riser vault presented confined-space conditions, operator could not perform this time.

 = During these cleaning events, jet may have passed through 1B into 1E
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